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In order to accurately design your production line, please fill in the following table carefully.
	project
	parameter
	Remark

	site
	Site size (L/W/H)
	
	

	
	Are there obstacles
	
	

	workpiece
	Name
	
	

	
	Preheating（YES/NO）
	
	

	
	Maximum workpiece size(L/W/H)
	
	

	
	Maximum workpiece weight（kg）
	
	

	
	capacity（8h /day）
	
	

	heating method
	electricity
	
	

	
	gas
	
	

	
	biological particles
	
	

	
	Fuel oil
	
	

	
	coal
	
	

	spray method
	Powder spraying
	
	

	
	Paint spraying
	
	

	
	Dip paint
	
	

	
	manual
	
	

	
	automatic
	
	

	recycling system
	Backpack recycling
	
	

	
	Cyclone Recovery
	
	

	other
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Company Name
	

	In order to allow engineers to design an accurate and reasonable design scheme, please fill in the above data carefully.


Spraying line Reference Instruction
A set of spraying line includes manual, semi-automatic, fully automatic and online pre-processing. It needs to be designed according to the size, output and site size of the customer's workpiece, and the final price is determined.

Here are a few options for reference:
	Spraying line operation mode
	Category
	Features

	Manual spray equipment:

Manual spray + oven
	Small workpiece oven + single worker powder booth(pulse recovery system)
	This set of equipment is relatively cheap, suitable for early-stage entrepreneurs, and also suitable for supplementary equipment for automatic spraying of large workpieces.

	
	Long workpiece oven + double worker powder booth(large cyclone or pulse recovery)
	

	Semi-auto spraying line：

manual+ Workpiece move on automatically
	Manual spray+ drying tunnel（The recovery system:large cyclone + three-stage filtration system）
	This set of equipment is suitable for special-shaped workpieces with small capacity and non-automatic spraying.

	Full automatic spraying line:
Auto spraying+ Workpiece move on automatically
	Auto spraying+ drying tunnel（The recovery system:large cyclone + three-stage filtration system）
	This set of equipment is suitable for big  workpieces and capacity output.

	Full automatic spraying line with pretreatment
	Pretreatment+Auto spraying+ drying tunnel（The recovery system:large cyclone + three-stage filtration system）
	This set of equipment is suitable for big workpieces and capacity, standardized and unified workpieces.
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